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Mounting Type:

Bracket w/drilled hole base

Mounting Hole Quantity:

4

Body Outside Diameter:

28.000 inches 

Body Height:

71.938 inches 

Drop Pressure:

10.0 pounds per square inch

Design Type:

Reusable

Tempurature Rating:

250.0 degrees fahrenheit 

Bracket Quantity:

4

Filtering Element Quantity:

18

Maximum Operating Pressure:

150.0 pounds per square inch

First Intake Connection Type:

Raised face flange side

First Discharge Connection Type:

Raised face flange side

Distance From Bottom Of Body To Center Of Inlet:

20.250  inches

Second Discharge Connection Relationship To Preceding Connection:

Identical to first intake connection

Center To Center Distance Between Connections:

12.750 inches 

First Intake Flange Outside Diameter:

6.000  inches

First Intake Flange Shape Style:

Round w/unthreaded bolt holes

First Intake Flange Face Style:

Raised

Filtering System For Which Designed:

Full flow

Material:

Any acceptable body

Media For Which Designed:

Fuel/oil,  hydrocarbon
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Style Designator:

Leg mounted body and cover assembly (swing bolted)

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000
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