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Mounting Type:

Bracket head

Body Outside Diameter:

10.188 inches 

Body Height:

26.562 inches 

Drop Pressure:

3.0 pounds per square inch

Design Type:

Reusable

Features Provided:

Air bleed valve and drain plug

Bracket Quantity:

1

Filtering Element Quantity:

5

Maximum Operating Pressure:

150.0 pounds per square inch

First Intake Connection Type:

Threaded external pipe head side

First Discharge Connection Relationship To Intake Connection:

Not identical

First Discharge Connection Type:

Threaded external pipe bottom

Distance From Bottom Of Body To Center Of Inlet:

14.562 inches 

First Intake Thread Series Designator:

Npt

First Discharge Thread Series Designator:

Npt

First Intake Thread Size:

2.000 inches

First Discharge Thread Size:

2.000 inches

First Intake Thread Direction:

Right-hand

First Discharge Thread Direction:

Right-hand

Filtering System For Which Designed:

Full flow

Special Features:

Elements supplied seperately
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Material:

Steel comp 304 body and steel comp 316 body

Media For Which Designed:

Any acceptable

Style Designator:

Leg mounted split body (loop or rim clamp)

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000
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