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Mounting Type:

Bracket w/drilled hole bottom sidebracket w/drilled hole top side

Mounting Hole Diameter:

0.812 inches 

Mounting Hole Quantity:

8

Body Outside Diameter:

25.500 inches 

Body Height:

47.750 inches 

Filtration Rating In Microns:

Not rated

Distance Between Mounting Hole Centers:

23.000 inches  and 34.000 inches 

Mounting Facility Thread Direction:

Right-hand

Design Type:

Reusable

Features Provided:

Air bleed valve and differential pressure indicator

Bracket Quantity:

4

Filtering Element Quantity:

7

Filtering Media Design:

Any acceptable single filtering media response

First Intake Connection Type:

Plain face flange bottom side

First Discharge Connection Relationship To Intake Connection:

Identical to first intake connection

First Intake Flange Shape Style:

Rectangular w/threaded bolt holes

First Intake Flange Face Style:

Plain

First Intake Flange Thickness:

Any acceptable

First Intake Flange Length:

4.750 inches 

First Intake Flange Width:

3.750 inches 

Filtering System For Which Designed:

Full flow
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Special Features:

Barrel shaped;  horizontal position;  inlet and outlet on under-side;  outlet 4-5/16in from end;  inlet 16-1/2 from end;  ports flange mtg holes

1/2-13unc-2b; 

Surface Treatment:

Paint body

Style Designator:

Body and cover assembly (bolted flange)

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000

https://aerobasegroup.com

