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Mounting Type:

Inlet connection head side and outlet connection head side

Body Outside Diameter:

5.420 inches 

Body Height:

9.240 inches 

Filtration Rating In Microns:

6.0 

Differential Pressure:

25.0 pounds per square inch

Design Type:

Reusable

Features Provided:

By-pass valve and differential pressure indicator and thermal lockout

Filtering Element Quantity:

1

Maximum Operating Pressure:

200.0 pounds per square inch

First Intake Connection Type:

Threaded internal pipe head side

First Discharge Connection Relationship To Intake Connection:

Identical to first intake connection

First Intake Thread Series Designator:

Unf

First Intake Thread Size:

1.000 inches

First Intake Thread Direction:

Right-hand

Filtering System For Which Designed:

Full flow

Special Features:

Ports:  straight thread per sae j514h o-ring boss;  visual indicator with thermal lockout;  electrical swith (sdpt) with three 6.0in. Leads, 1/2in.

Male conduit, auto reset c

Material:

Rubber synthetic seal

Style Designator:

High pressure threaded body

Supplementary Features:

Spin-on type filter, internal threads;  two mtg holes 5/16-18unc x 0.750in.Dp located on top of head 2.250in.Apart

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A24000
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