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External Thread Size:

2-11-1/2

Internal Thread Size:

1-11-1/2

Working Pressure And Service Type:

125.0 pounds per square inch  steam,  saturated

Working Tempurature And Service Type:

250.0 degrees fahrenheit  steam,  saturated

External Screw Thread Series Designator:

Npt

External Thread Direction:

Right-hand

Internal Screw Thread Series Designator:

Npt

Internal Thread Direction:

Right-hand

Material:

Copper alloy,  qq-c-390

Material:

Copper alloy 820 or copper alloy 824 or copper alloy 825 or copper alloy 826 or copper alloy 827 or copper alloy 828 or copper alloy 836 or

copper alloy 838 or copper alloy 842 or copper alloy 844 or copper alloy 848 or copper alloy 852 or copper alloy 854 or copper alloy 855 or

copper alloy 857 or copper alloy 861 or copper alloy 862 or copper alloy 863 or copper alloy 864 or copper alloy 865 or copper alloy 868 or

copper alloy 872 or copper alloy 874 or copper alloy 903 or copper alloy 905 or copper alloy 907 or copper alloy 910 or copper alloy 913 or

copper alloy 915-canceled or copper alloy 916 or copper alloy 922 or copper alloy 923 or copper alloy 925 or copper alloy 927 or copper

alloy 932 or copper alloy 934 or copper alloy 935 or copper alloy 937 or copper alloy 938 or copper alloy 939 or copper alloy 940 or copper

alloy 941 or copper alloy 943 or copper alloy 947 or copper alloy 948 or copper alloy 952 or copper alloy 953 or copper alloy 954 or copper

alloy 955 or copper alloy 957 or copper alloy 958 or copper alloy 962 or copper alloy 964

Material Specification:

Qq-c-390 federal specification single material response

Style Designator:

Inside hexagon or octagon

Specification Data:

81348-ww-p-460 government specification and 96906-ms14315 government standard

Specification Or Standard:

1 type and 1 composition

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T385-k
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