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Mounting Type:

Bracket w/drilled hole side near top

Mounting Hole Diameter:

0.562  inches

Mounting Hole Quantity:

2

Body Length:

10.250 inches 

Body Width:

6.500 inches 

Body Height:

17.688 inches 

Distance Between Mounting Hole Centers:

13.250  inches

Perforation Diameter:

0.033 inches 

Perforation Quantity:

18.8 per square inch

Features Provided:

Manual shut-off valve

Cubic Measure:

1.5000 cubic feet

Bracket Quantity:

2

Maximum Operating Pressure:

125.0 pounds per square inch

Filtering Media Design:

Perforated single filtering media response

First Intake Connection Type:

Threaded internal pipe side near top

First Discharge Connection Relationship To Intake Connection:

Identical to first intake connection

Distance From Bottom Of Body To Center Of Inlet:

12.938  inches

Center To Center Distance Between Connections:

0.688 inches 

First Intake Thread Series Designator:

Npt

First Intake Thread Size:

2.000 inches

First Intake Thread Direction:

Right-hand
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Special Features:

Duplex strainer with c/o valve

Material:

Metal body and plastic body

Media For Which Designed:

Water

Style Designator:

Twin strainer w/bolted cover

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000
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