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Mounting Type:

Unthreaded hole side

Mounting Hole Diameter:

0.750 inches 

Mounting Hole Quantity:

2

Body Length:

7.380 inches 

Tempurature Rating:

Not rated

Maximum Operating Pressure:

600.0 pounds per square inch

Criticality Code Justification:

Zzzy

Filtering Media Design:

Any acceptable single filtering media response

First Intake Connection Type:

Raised face flange side

First Discharge Connection Relationship To Intake Connection:

Identical to first intake connection

Distance From Bottom Of Body To Center Of Inlet:

4.880 inches 

First Intake Flange Outside Diameter:

4.880 inches 

First Intake Flange Shape Style:

Round w/unthreaded bolt holes

First Intake Flange Face Style:

Raised

First Intake Flange Thickness:

0.690 inches 

First Intake Flange Raised Face Height:

0.250 inches 

First Intake Flange Raised Face Diameter:

2.000 inches 

Material:

Steel body

Material Specification:

Astm a216 assn standard single material response body

Media For Which Designed:

Any acceptable

Style Designator:

Y strainer w/blow-off plug
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Reference Number Differentiating Characteristics:

Quality control in accordance with navships 0948-045-7010 material identification and control instruction for level 1 items

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000
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