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Mounting Type:

Inlet connection end and outlet connection end

Body Length:

2.950 inches 

Body Outside Diameter:

0.750 inches 

End Application:

Hydraulic pressure system

Tempurature Rating:

Between -20.0 degrees fahrenheit and 450.0 degrees fahrenheit 

Maximum Operating Pressure:

3000.0 pounds per square inch

Filtering Media Design:

Sintered single filtering media response

First Intake Connection Type:

Threaded external tube end

First Discharge Connection Relationship To Intake Connection:

Identical to first intake connection

First Intake Inside Diameter:

0.250 inches

First Intake Thread Series Designator:

Unf

First Intake Thread Size:

0.4375 inches

First Intake Thread Class:

3a

First Intake Thread Direction:

Right-hand

Special Features:

Filtration rating 2.0 microns;  differential pressure rating 1000 psi;  fitting includes 2 b-402-1 nuts,  2 b-403-1 ferrules,  2 b-404-1 ferrules for

tube end connections

Material:

Copper alloy body

Material Specification:

B-16 assn standard all material responses body

Media For Which Designed:

Fuel/oil,  hydrocarbon and gas and water

Style Designator:

Inline (hydraulic)

Shelf Life:

N/a

Unit Of Measure:
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Demilitarization:

No

Fiig:

A24000
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