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Thread Direction:

Right-hand

Mounting Type:

Inlet connection top side and outlet connection top side

Body Length:

6.250 inches 

End Application:

Misc

Perforation Diameter:

0.0625 inches 

Filtering Media Design:

Perforated single filtering media response

First Intake Connection Type:

Socket welding top side

First Discharge Connection Relationship To Intake Connection:

Identical to first intake connection

Distance From Bottom Of Body To Center Of Inlet:

5.1875 inches 

First Intake Inside Diameter:

1.500 inches

First Discharge Inside Diameter:

1.500 inches

Product Name:

1 1/2 inch no. 862-ss "y" type strainer.

Special Features:

Media:  liquid;  design conditions:  600 psi at 838 deg. F and 1440 psi at 100 deg. F. Screen:  1/16 inch perf. St. Stl. (t-304);  3/4 inch socket

weld blow off connection. Body,  p/n b-1.5-1615 600-sw-18-0,  qty. 1;  cap,  p/n c-1.5-1615 600-39-0,  qty. 1;  screen,  p/n s-1.5-1615 4-f-0-0,

 qty. 1;  gasket,  p/n g-1.5-1615 v1-0,  qty. 1.

Material:

Stainless steel body

Material Specification:

316 st. Stl. A351-cf8m assn standard single material response body

Style Designator:

Y strainer w/threaded cover

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000
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