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Width:

12.000 inches 

Length:

19.500 inches 

Ac Voltage Rating:

115.0 volts  1st alternate operating power rqmt

Frequency Rating:

400.0 hertz  1st alternate operating power rqmt

Major Components:

Cable

Accessory Component Quantity:

1

End Application:

Kc-135 aircraft age

Accessory Controlling Agency:

Cannon electric co

Accessory Identifying Number:

735790-01-01 part no.

Internal Battery Accommodation:

Not included 1st alternate operating power rqmt

Material And Location:

Steel housing

Inclosure Feature:

Single item w/housing

Test Type For Which Designed:

Signal and power;  voltage monitor;  malfunction analysis

Operating Test Capability:

Pitch trim climb meter, 0-15 ma;  pitch trim dive meter, 0-15 ma;  roll/yaw right meter, 0-15 ma;  roll/yaw left meter, 0-15 ma;  gp-loc monitor

meter, 250/0/250 ua;  fgdc meter, 0-300v;  gac meter, 0-150v

Phase:

Single 1st alternate operating power rqmt

Functional Classification:

Aa-9.4

Functional Description:

Operational check of the mc-1 aircraft automatic pilot

Height:

13.500 inches 

Reference Data And Literature:

T.O. 33da41-4-1

Surface Treatment:

Enamel

Surface Treatment:

Enamel
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T228-a
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