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Mounting Type:

Bracket side

Mounting Hole Quantity:

4

Body Length:

11.937 inches 

Body Outside Diameter:

10.000 inches 

Filtration Rating In Microns:

10.0 

Distance Between Mounting Hole Centers:

4.750 inches 

Design Type:

Reusable

Features Provided:

Drain plug and air bleed valve

Bracket Quantity:

2

Filtering Element Quantity:

1

Maximum Operating Pressure:

100.0 pounds per square inch

Filtering Media Design:

Pleated single filtering media response

First Intake Connection Type:

Threaded external pipe side

First Discharge Connection Relationship To Intake Connection:

Not identical

First Discharge Connection Type:

Threaded external pipe bottom

First Intake Thread Series Designator:

Npt

First Discharge Thread Series Designator:

Npt

First Intake Thread Size:

1.250 inches

First Discharge Thread Size:

1.250 inches

First Intake Thready Qty Per Inch (tpi):

11-1/2

First Discharge Thready Qty Per Inch (tpi):

11-1/2
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First Intake Thread Direction:

Right-hand

Material:

Steel sediment bowl

Fsc Application Data:

Test stand, hydraulic system components, acft

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A24000
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