
NSN 4940-00-255-8851
Hydraul Rod Type Universal Press - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/4940-00-255-8851

General Description:

Tie rod adjustable type, distance between tie rods, 36 in. Max, 18 in. Min, 100 ton rated pressure, major supply item components consist of 1

each rubber pressure hose--3442-039-5883, 1 each rubber hose--3442-039-5884, 1 each pin and bushing adapter--3442-355-5472, 1 each

pin and bushing adapter--3442-355-5473, 1 each pin and bushing adapter--3442-355-5474, 1 each pin and bushing

adapter--3442-355-5474, 1 each ram cap adapter, hydraulic press--3442-355-5522, 1 each adapter yoke--3442-355-5523, 4 each arm puller,

hydraulic press--3442-355-5524, 1 each ram cap long flat/hydraulic press--3442-355-5572, 1 each ram cap short flat/hydraulic

press--3442-355-5573, 1 each ram cap short recessed/hydraulic press--3442-355-5574, 1 each collar/bushing assembly--3442-355-5580, 1

each collar/bushing assembly--3442-355-5587, 1 each frame/hydraulic press--3442-355-5629, 1 each pin/bushing pusher and

adapter--3442-355-5810, 1 each pin/bushing pusher and adapter--3442-355-5813, 1 each pusher and pilot pin--3442-355-58

Departure From Cited Document:

As modified by major components added /supply items/ 33 item names

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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