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Speed Adjustments:

Single speed

Current Type:

Ac or dc

Alternating Current Rating In Amps:

1.8

Frequency Rating:

60.0 hertz 

Accessory Components And Quantity:

High speed steel drills size 1/16 to 1/4 in. In 1/32 in. Increments (jobbers lg,  straight shank);  4 in. Diameter wire brush;  3 in. Diameter

buffing pad;  4-3/4 in. Diameter rubber backing pad;  5 in. Diameter abrasive disks (6);  5 in. Diameter polishing bonnet;  paint mixing

attachment;  arbor;  and carrying case

Handle Style:

Pistol grip handle

Size Designator:

0.250 inches 

Voltage Rating:

120.000 pounds per hour wet

Cord Length:

8.000 feet 

Drive End Type:

Keyed jaw chuck

No Load Speed In Rpm:

2500.0 

Drive For Which Designed:

Straight

Plug Connector Type:

3-prong

Stand Type:

Horizontal

Features Provided:

Nonreversible

Phase:

Single

Special Features:

Single speed;  1.8 amp min;  8 ft min cord lg;  provided with double insulation or 3-wire grounded plug

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A530z0
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