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Thread Class:

3a

Thread Direction:

Right-hand

Thread Length:

0.310 inches 

Fastener Length:

1.250 inches 

Head Style:

Flat chamfer

Head Diameter:

0.300 inches 

Internal Drive Style:

Hexagon

Material Accommodated Thickness:

Between 0.188 inches and 0.312 inches 

Thread Diameter:

0.190 inches

Thready Qty Per Inch (tpi):

32

Product Name:

Navy special project

Special Features:

Furnished with nut cres 300 series

Material:

Steel comp 301 fastener or steel comp 302 fastener or steel comp 302b fastener or steel comp 303 fastener or steel comp 303cu fastener or

steel comp 303 plus x fastener or steel comp 303f fastener or steel comp 303ma fastener or steel comp 303pb fastener or steel comp 303se

fastener or steel comp 304 fastener or steel comp 304l fastener or steel comp 308 fastener or steel comp 302b fastener or steel comp 309s

fastener or steel comp 310 fastener or steel comp 310s fastener or steel comp 314 fastener or steel comp 316 fastener or steel comp 317

fastener or steel comp 321 fastener or steel comp 322 fastener or steel comp 323 fastener or steel comp 324 fastener or steel comp 347

fastener or steel comp 348 fastener or steel comp 384 fastener or steel comp 385 fastener

Surface Treatment:

Passivate fastener

Surface Treatment Specification:

Qq-p-35 federal specification single treatment response fastener

Thread Series Designator:

Unf

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A003b0
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