
NSN 5305-01-347-9779
Setscrew - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/5305-01-347-9779

Thread Class:

3a

Thread Direction:

Right-hand

Thread Length:

Between 0.600 inches and 0.660 inches 

Fastener Length:

Between 4.240 inches and 4.260 inches 

Head Style:

Hexagon

Head Height:

0.219 inches 

Width Between Flats:

Between 0.553 inches and 0.564 inches 

Hole Diameter:

Between 0.060 inches and 0.070 inches 

Point Length:

Between 3.580 inches and 3.660 inches 

Point Diameter:

Between 0.249 inches and 0.250 inches 

Point Style:

Flat

Internal Drive Style:

W/o internal drive

Thread Diameter:

0.312 inches

Hole Quantity:

1

Hole Type:

Drilled

Features Provided:

Dry film lubricant

Thready Qty Per Inch (tpi):

24

Hole Configuration Style:

Hexagon longitudinal hole

Point Chamfer Angle:

Between 42.0 degrees and 48.0 degrees 

Material:

Iron alloy 660 

Material Specification:

Ams 5731 assn standard single material response 
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Thread Series Designator:

Unjf

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A003b0
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