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Head Style:

Flat fillister

Chamfer Length:

Between 0.010 inches and 0.030 inches 

Diameter:

0.191 inches 

Under Head Length:

Between 0.642 inches and 0.662 inches 

Hole Arrangement Style:

One end drilled

First Hole Diameter:

Between 0.078 inches and 0.081 inches 

Distance From Centerline Of Hole To End Of Pin:

Between 0.096 inches and 0.106 inches 

Features Provided:

Casehardened

Hardness Rating:

80.0 rockwell a   and 83.0 rockwell a  

Pin Chamfer Angle:

Between 40.0 degrees and 50.0 degrees 

Pin Head Diameter:

Between 0.271 inches and 0.291 inches 

Surface Finish:

63.0 microinches long shank

Height:

Between 0.104 inches and 0.114 inches 

Material:

Steel comp 4615  or steel comp 8615  or steel comp 8620  or steel comp 4617 

Material Specification:

Ams 6290 assn standard 1st material response  or ams 6270 assn standard 2nd material response  or ams 6274 assn standard 3rd material

response  or ams 6292 assn standard 4th material response 

Style Designator:

Straight

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A212a0

https://aerobasegroup.com

