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First End Style:

Chamfered

Head Style:

Flat

Diameter:

Between 0.991 inches and 0.996 inches 

Effective Length:

Between 3.512 inches and 3.543 inches 

Undercut Diameter:

0.875 inches 

Under Head Length:

3.937 inches 

Undercut Radius:

0.078 inches 

Hole Arrangement Style:

One end drilled

First Hole Diameter:

0.171 inches 

Distance From Centerline Of Hole To End Of Pin:

0.312 inches 

First End Taper Length:

Between 0.125 inches and 0.188 inches 

Grip Length:

3.551 inches 

First End Taper Angle:

15.0 degrees 

Pin Head Diameter:

1.250 inches 

Special Features:

Painted olive drab color no. X24087 federal standard 595 w/tt-e-529 enamel over camium plate qq-p-416 type 2 class 3

Height:

Between 0.125 inches and 0.188 inches 

Material:

Steel comp 1035  or steel comp 1040  or steel comp 1042  or steel comp 1045  or steel comp 1137  or steel comp 1139  or steel comp 1140 

or steel comp 1141 

Surface Treatment:

Paint 

Style Designator:

Groove

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A212a0
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