
NSN 5315-00-983-6936
Headed Straight Pin - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/5315-00-983-6936

Head Style:

Flat chamfer

Chamfer Length:

0.090 inches 

Diameter:

Between 0.435 inches and 0.436 inches 

Under Head Length:

1.230 inches 

Hole Arrangement Style:

One end drilled

First Hole Diameter:

Between 0.104 inches and 0.114 inches 

Distance From Centerline Of Hole To End Of Pin:

0.170 inches 

Features Provided:

Casehardened

Pin Chamfer Angle:

15.0 degrees 

Pin Head Diameter:

0.560 inches 

Height:

0.160 inches 

Material:

Steel comp 1010  or steel comp 1015  or steel comp 1016  or steel comp 1018  or steel comp 1020  or steel comp 1022  or steel comp 1025 

Material Specification:

Astm a108 assn standard all material responses 

Surface Treatment:

Cadmium  and chromate  or zinc  and chromate 

Surface Treatment Specification:

Qq-p-416  type 2 cl 3 federal specification 1st treatment response  or qq-z-325  type 2 cl 3 federal specification 2nd treatment response 

Style Designator:

Straight

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A212a0
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