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First End Style:

Square

Head Style:

Flat

Diameter:

Between 0.498 inches and 0.499 inches 

Undercut Diameter:

0.468 inches 

Under Head Length:

Between 5.625 inches and 5.645 inches 

Undercut Width:

0.062 inches 

Hole Arrangement Style:

Both end drilled

First Hole Diameter:

Between 0.187 inches and 0.190 inches 

Second Hole Diameter:

Between 0.187 inches and 0.190 inches 

Distance From Centerline Of Hole To End Of Pin:

0.313 inches 

Center To Center Distance Between Holes:

Between 4.151 inches and 4.161 inches 

Hardness Rating:

36.0 rockwell c   and 42.0 rockwell c  

Pin Head Diameter:

0.750 inches 

Height:

0.125 inches 

Material:

Steel comp 630 

Material Specification:

Aisi assn standard single material response 

Surface Treatment:

Passivate  and lubricant 

Surface Treatment Specification:

Qq-p-35  type 1, 2 or 3 federal specification 1st treatment response  and mil-l-46010 military specification 2nd treatment response 

Style Designator:

Groove

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A212a0

Mil-std (military Standard):

Mil-l-46010 spec.
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