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First End Style:

Chamfered

Overall Length:

1.445 inches 

Diameter:

Between 0.433 inches and 0.436 inches 

Effective Length:

Between 1.302 inches and 1.322 inches 

Undercut Diameter:

Between 0.410 inches and 0.414 inches 

Undercut Width:

Between 0.026 inches and 0.032 inches 

Second Undercut Width:

Between 0.026 inches and 0.032 inches 

First End Taper Length:

0.050 inches 

Second End Relationship With First End:

Identical

First End Location:

Both ends

First End Taper Angle:

Between 40.0 degrees and 50.0 degrees 

Material:

Steel comp 4130  or steel comp 4137  or steel comp 4140  or steel comp 1030  or steel comp 1035  or steel comp 1040  or steel comp 1045 

Material Specification:

Astm a331 assn standard 1st material response  or astm a331 assn standard 2nd material response  or astm a193 assn standard 3rd

material response  or astm a108 assn standard 4th material response  or astm a108 assn standard 5th material response  or astm a108

assn standard 6th material response  or astm a108 assn standard 7th material response 

Surface Treatment:

Cadmium  or zinc 

Style Designator:

Groove

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A212a0
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