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First End Style:

Round

Head Style:

Flat

Under Head Length:

Between 13.641 inches and 13.671 inches 

First Step Diameter:

2.313 inches 

First Step Length:

9.656 inches 

Second Step Diameter:

1.813 inches 

Second Step Length:

Between 3.985 inches and 4.015 inches 

End Application:

An/aqs-20a,  maintenance stand

Pin Head Diameter:

Between 2.719 inches and 2.781 inches 

First End Outer Radius:

Between 0.719 inches and 0.781 inches 

Product Name:

(inavy) pin, alignment assembly

Special Features:

Head is attached to pin with 5/16 18 x 3/4 inch cres through 0.323 inch hole and threaded into a threaded (0.313 18 unc) hole 0.75 in deep; a

0.563 inch through hole is located 1.875 inches from first end on pin; second through hole (0.390 in dia) is located 1.531 inches from second

(below head) and a 3rd through hole (identical to 2nd hole) is located 5.0 in from 2nd hole towards first end of pin; allignment pin assembly

includes alignment pin,  head (stop),  and flat head screw

Height:

Between 0.235 inches and 0.285 inches 

Material:

Aluminum alloy 6061 

Style Designator:

Shoulder

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A212a0
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