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Hole Diameter:

Between 0.234 inches and 0.266 inches 

Groove Width:

Between 0.046 inches and 0.078 inches 

Flange Thickness:

Between 0.234 inches and 0.266 inches 

Overall Height:

Between 0.219 inches and 0.281 inches 

End Application:

W/s: helicopter,  hh-53h pave low;  joint stars target radar system;  helicoter,  mh-53e;  missile,  air-to-air,  sparrow (aim-7);  decontaminating

apparatus,  power driven skid-mtd,  m12a1;  helicopter,  advance attack,  ah-1w;  landing craft air cushion (lcac);  aircraft,  airlifter c-17a; 

aircraft (ac-130h,  mc-130h,  ec-130e,  hc-130);  support equipment,  b-1 aircraft

Grommet Style:

Round

Large Flange Outside Diameter:

Between 0.969 inches and 1.031 inches 

Groove Outside Diameter:

Between 0.734 inches and 0.766 inches 

Grommet Construction Type:

Solid

Features Provided:

Coolant resistant and oil resistant

Color:

Black 

Material:

Rubber synthetic 

Material Specification:

Astm d2000 bg515a14b24c32e036f19z assn standard single material response 

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A05400

https://aerobasegroup.com

