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Nonmetallic Hardness Rating:

50.0  shore durometer a and 55.0  shore durometer a

Hole Diameter:

Between 0.172 inches and 0.204 inches 

Groove Width:

Between 0.046 inches and 0.078 inches 

Flange Thickness:

Between 0.046 inches and 0.078 inches 

Overall Height:

Between 0.157 inches and 0.219 inches 

Grommet Style:

Round

Large Flange Outside Diameter:

Between 0.407 inches and 0.469 inches 

Groove Outside Diameter:

Between 0.296 inches and 0.328 inches 

Grommet Construction Type:

Solid

Features Provided:

Coolant resistant and oil resistant

Criticality Code Justification:

Zzzw and feat

Special Features:

Certified free from mercury contamination

Color:

Black 

Material:

Rubber synthetic 

Material Specification:

Astm d2000, bg515a14b24c32e036f19z assn standard single material response 

Test Data Document:

81349-mil-p-23199 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification

format;  excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain

environmental and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.).

Departure From Cited Document:

As modified by material which must conform to ships parts control center special quality control provisions

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A05400
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