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Cross Sectional Shape:

Rectangular

Casehardening Indicator:

Not casehardened

Outside Diameter:

Between 0.341 inches and 0.356 inches 

Major Thickness:

Between 0.013 inches and 0.017 inches 

Ring Style:

Internal

Usage Design:

Internal

Strength Rating:

530.0 pounds per square inch  yield

Special Features:

Insertion ears are shortened so that when od ofring is compressed to 0.332 in. Diameter an inscribed concentric circle will touch the ears and

measure 0.191in. Min 0.201 in. Maximum dia; basic unaltered ring to befscm 79136 p/n n5000-31-s-zd

Material:

Steel,  sae 1060 or steel,  sae 1064 or steel,  sae 1065 or steel,  sae 1066 or steel,  sae 1069 or steel,  sae 1070 or steel,  sae 1072 or steel,

 sae 1074 or steel,  sae 1075 or steel,  sae 1078 or steel,  sae 1080 or steel,  sae 1084 or steel,  sae 1085 or steel,  sae 1086 or steel,  sae

1090

Material:

Steel comp 1060 or steel comp 1064 or steel comp 1065 or steel comp 1566 or steel comp 1069 or steel,  sae 1070 or steel comp 1572 or

steel comp 1074 or steel comp 1075 or steel comp 1078 or steel comp 1080 or steel comp 1084 or steel comp 1085 or steel comp 1086 or

steel comp 1090

Material Specification:

Sae 1060 assn standard 1st material response and sae 1064 assn standard 2nd material response and sae 1065 assn standard 3rd material

response and sae 1066 assn standard 4th material response and sae 1069 assn standard 5th material response and sae 1072 assn

standard 7th material response and sae 1074 assn standard 8th material response and sae 1075 assn standard 9th material response and

sae 1078 assn standard 10th material response and sae 1080 assn standard 11th material response and sae 1084 assn standard 12th

material response and sae 1085 assn standard 13th material response and sae 1086 assn standard 14th material response and sae 1090

assn standard 15th material response

Surface Treatment:

Zinc or cadmium and dichromate

Surface Treatment:

Zinc or cadmium dichromate

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T252-g
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