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Cross Sectional Shape:

Rectangular

Inside Diameter:

Between 2.746 inches and 2.762 inches 

Casehardening Indicator:

Not casehardened

Major Thickness:

Between 0.090 inches and 0.096 inches 

Ring Style:

Special

Usage Design:

External

Material:

Steel,  aisi 1060 or steel,  aisi 1065 or steel,  aisi 1070 or steel,  aisi 1074 or steel,  aisi 1078 or steel,  aisi 1080 or steel,  aisi 1084 or steel, 

aisi 1085 or steel,  aisi 1090 or steel,  aisi 1095

Material:

Steel comp 1060 or steel comp 1065 or steel comp 1070 or steel comp 1074 or steel comp 1078 or steel comp 1080 or steel comp 1084 or

steel comp 1085 or steel comp 1090 or steel comp 1095

Material Specification:

Aisi 1060 assn standard 1st material response and aisi 1065 assn standard 2nd material response and aisi 1070 assn standard 3rd material

response and aisi 1074 assn standard 4th material response and aisi 1078 assn standard 5th material response and aisi 1080 assn standard

6th material response and aisi 1084 assn standard 7th material response and aisi 1085 assn standard 8th material response and aisi 1090

assn standard 9th material response and aisi 1095 assn standard 10th material response

Surface Treatment:

Zinc and chromate

Surface Treatment:

Zinc,  astm b633,  type 2

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T252-g
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