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Cross Sectional Shape:

Solid single or composition

Hole Diameter:

Between 0.590 inches and 0.620 inches 

Overall Length:

29.500 inches 

Tempurature Rating:

-65.0 degrees fahrenheit and 194.0 degrees fahrenheit

Overall Width:

19.500 inches 

Inside Corner Radius:

0.190 inches 

Outside Corner Radius:

0.250 inches 

Aperture Width:

17.500 inches 

Aperture Length:

27.500 inches 

Center To Center Distance Between Bolt Holes Along Width:

5.840 inches 

Center To Center Distance Between Bolt Holes Along Length:

7.190 inches 

Outside Edge To Bolt Hole Center Distance Along Width:

3.910 inches 

Outside Edge To Bolt Hole Center Distance Along Length:

3.970 inches 

Cross-sectional Thickness:

0.060 inches 

Bolt Hole Quantity:

14

Special Features:

0.470 in. Distance from edge of gasket to center of bolt holes

Material:

Rubber butadiene-styrene class sbr 

Material Specification:

Mil-r-14328 military specification single material response 

Style Designator:

Non-circular

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A032a0

Mil-std (military Standard):

Mil-r-14328 spec.
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