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Cross Sectional Shape:

Solid single or composition

Hole Diameter:

Between 0.150 inches and 0.170 inches 

Overall Length:

Between 1.730 inches and 1.770 inches 

Tempurature Rating:

-85.0 degrees fahrenheit and 401.0 degrees fahrenheit

Overall Width:

Between 1.730 inches and 1.770 inches 

Aperture Diameter:

Between 1.350 inches and 1.390 inches 

Outside Corner Radius:

Between 0.050 inches and 0.070 inches 

Center To Center Distance Between Bolt Holes Along Width:

Between 1.365 inches and 1.385 inches 

Center To Center Distance Between Bolt Holes Along Length:

Between 1.365 inches and 1.385 inches 

Outside Edge To Bolt Hole Center Distance Along Width:

0.188 inches 

Outside Edge To Bolt Hole Center Distance Along Length:

0.188 inches 

Cross-sectional Thickness:

0.032 inches 

Bolt Hole Quantity:

4

Hardness Rating:

45.0 shore durometer a   and 55.0 shore durometer a  

Material:

Rubber silicone class q bottom

Material Specification:

A 3302 assn standard 10th material response 

Style Designator:

Non-circular

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A032a0
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