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Cross Sectional Shape:

Solid single or composition

Hole Diameter:

Between 0.220 inches and 0.258 inches 

Overall Length:

4.000 inches 

Overall Width:

3.120 inches 

Inside Corner Radius:

0.250 inches 

Outside Corner Radius:

0.250 inches 

Aperture Width:

2.120 inches 

Aperture Length:

3.250 inches 

Center To Center Distance Between Bolt Holes Along Width:

2.625 inches 

Center To Center Distance Between Bolt Holes Along Length:

3.500 inches 

Outside Edge To Bolt Hole Center Distance Along Width:

0.250 inches 

Outside Edge To Bolt Hole Center Distance Along Length:

0.250 inches 

Cross-sectional Thickness:

0.032 inches 

Bolt Hole Quantity:

4

Hardness Rating:

25.0 shore durometer a   and 35.0 shore durometer a  

Special Features:

Shore a durometer may be 35.0 min and 45.0 maximum if grade 4bc410a14b14f17c12 material is used

Material:

Rubber chloroprene class cr 

Material Specification:

Astm d2000 4bc310a14b14f17c12 or 4bc410a14b14f17c12 assn standard all material responses 

Style Designator:

Non-circular

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

No

Fiig:

A032a0
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