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Cross Sectional Shape:

O-ring

Tempurature Rating:

-15.0 degrees celsius and 260.0 degrees celsius

Cross Section Outside Diameter:

Between 0.053 inches and 0.059 inches 

Cross-sectional Height:

Between 0.112 inches and 0.120 inches 

Center Hole Diameter:

Between 0.858 inches and 0.868 inches 

Peripheral Diameter:

Between 1.078 inches and 1.112 inches 

Hardness Rating:

70.0 shore durometer a   and 80.0 shore durometer a  

Operating Medium:

Air or fuel,  aromatic or high temperature or hydraulic fluid or lubricant,  silicone

Functional Description:

Non-std size tube fitting boss appl

Color:

Brown

Material:

Rubber polymethylene-perfluoroalkylene class fkm 

Material Specification:

Ams 7278/noncurrent/ assn standard single material response 

Reference Data And Literature:

Matl astm d2000/sae j200 4hk715a1-10b37c12c20ef31eo78

Relationship To Similar Equipment:

Similar to nsn 5330-00-165-1975 and as3085-020 and as3209-020

Specification Data:

96906-ms9387 government standard

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A032a0
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