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Cross Sectional Shape:

Solid single or composition

Hole Diameter:

0.562 inches 

Overall Length:

Between 14.719 inches and 14.781 inches 

Overall Width:

Between 12.594 inches and 12.656 inches 

Inside Corner Radius:

0.250 inches 

Outside Corner Radius:

0.250 inches 

Aperture Width:

Between 10.594 inches and 10.656 inches 

Aperture Length:

Between 12.219 inches and 12.281 inches 

Center To Center Distance Between Bolt Holes Along Width:

3.875 inches 

Center To Center Distance Between Bolt Holes Along Length:

4.500 inches 

Outside Edge To Bolt Hole Center Distance Along Width:

0.625 inches 

Outside Edge To Bolt Hole Center Distance Along Length:

0.500 inches 

Cross-sectional Thickness:

0.062 inches 

Bolt Hole Quantity:

12

Criticality Code Justification:

Zzzy

Special Features:

Cork and rubber composition, for aromatic fuel and oil resistant gaskets

Material:

Cork 

Material Specification:

Mil-c-6183 type i or ii class ii grade b military specification single material response 

Style Designator:

Non-circular

Reference Number Differentiating Characteristics:

Material will be in accordance with ships parts control center activity hx quality control, manufacturing and testing specifications

Shelf Life:

N/a

https://aerobasegroup.com


NSN 5330-01-307-8747
Gasket - Page 2 of 2 

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A032a0

Mil-std (military Standard):

Mil-c-6183 spec.
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