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Cross Sectional Shape:

Open channel

Aperture Width:

29.528 inches 

Aperture Length:

62.992 inches 

Web Width:

2.187 inches 

Left Side Flange Height:

1.000 inches 

Right Side Flange Height:

0.875 inches 

Left Side Flange Thickness:

0.312 inches 

Right Side Flange Thickness:

0.125 inches 

Web Thickness:

0.188 inches 

Left Side Flange Thickness At Web:

0.312 inches 

Right Side Flange Thickness At Web:

0.875 inches 

End Application:

Window fixed heated transparent armor radar reflective 1600mm x 750mm; location pilot house

Construction:

One-piece

Hardness Rating:

40.0 shore durometer a  

Left Inside Angle:

90.0 degrees 

Left Outside Angle:

90.0 degrees 

Right Inside Angle:

90.0 degrees 

Right Outside Angle:

90.0 degrees 

Left Tip Style:

Left square end

Right Tip Relationship With Left Tip:

Identical

Product Name:

Glazing gasket
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Special Features:

Tapezoid one side 64 15/16 in oppsite side 59 1/2 in and side perpendicular is 31 1/4 in

Material:

Rubber chloroprene class cr 

Style Designator:

Non-circular

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A032a0
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