
NSN 5340-00-114-0487
Helical Compression Spring Retainer - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/5340-00-114-0487

Casehardening Indicator:

Not casehardened

Flange Diameter:

0.700 inches 

Flange Thickness:

0.040 inches 

Overall Height:

0.380 inches 

Body Outside Diameter:

0.460 inches 

Body Inside Diameter:

0.380 inches 

End Hole Diameter:

Between 0.075 inches and 0.080 inches 

Outside Chamfer Depth:

0.040 inches 

Outside Chamfer Angle In Deg:

45.0

Lip Thickness:

0.050 inches 

Special Features:

Body outside diameter increases to 0.500 in. 0.220 in. From end continuing to flange; 45 degrees chamfer

Material:

Steel,  qq-s-763

Material:

Steel comp 202 or steel comp 302 or steel comp 303 or steel comp 303se or steel comp 304 or steel comp 304l or steel comp 305 or steel

comp 309 or steel comp 310 or steel comp 316 or steel comp 316l or steel comp 317 or steel comp 321 or steel comp 322 or steel comp 324

or steel comp 347 or steel comp 633 or steel comp 634 or steel comp 403 or steel comp 405 or steel comp 410 or steel comp 414 or steel

comp 416 or steel comp 416se or steel comp 420 or steel comp 430 or steel comp 430f or steel comp 430fse or steel comp 431 or steel

comp 440a or steel comp 440b or steel comp 440c or steel comp 440f or steel comp 440fse or steel comp 446

Material Specification:

Qq-s-763 federal specification single material response

Style Designator:

Irregular

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T319-a
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