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Fabrication Method (non-core):

Stamped

First Leg Length:

1.750 inches 

Second Leg Length:

5.812 inches 

Reinforcement Method (non-core):

Web one side

Second Leg Width:

3.625 inches 

First Leg Hole Diameter:

Between 0.328 inches and 0.358 inches 

Second Leg Hole Diameter:

0.562 inches 

Second Leg Distance From Edge To Hole Center Along Width:

0.750 inches 

Second Leg Distance From Edge To Hole Center Along Length:

0.750 inches 

First Leg Thickness:

0.187 inches 

Second Leg Thickness:

0.187 inches 

First Leg Width:

1.875 inches 

First Leg Distance Between Hole Centers Along Width:

0.812 inches 

First Leg Distance Between Hole Centers Along Length:

0.250 inches 

First Leg Distance From Edge To Hole Center Along Width:

0.437 inches 

First Leg Distance From Edge To Hole Center Along Length:

0.563 inches 

First Leg End Radius:

0.187 inches 

Second Leg End Radius:

0.750 inches 

First Leg Style:

Corner radius

First Leg Hole Arrangement Style:

Two holes

Second Leg Hole Arrangement Style:

One hole
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First Leg Angle:

90.0 degrees 

Style Designator:

Angle

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A042a0
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