Angle Bracket - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/5340-01-189-6402

## Mounting Hole Type:

Plain
First Leg Length:
1.952 inches

Second Leg Length:
2.282 inches

End Application:
Truck, van, expandable, wow, m934
Second Leg Width:
47.810 inches

First Leg Slot Length:
1.000 inches

First Leg Slot Width:
0.250 inches

Second Leg Hole Diameter:
0.187 inches

Second Leg Distance Between Second And Third Hole Centers Along Width:
6.625 inches

Second Leg Distance From Edge To Hole Center Along Width:
0.720 inches

Second Leg Distance From Edge To Hole Center Along Length:
0.250 inches

First Leg Thickness:
0.032 inches

Second Leg Thickness:
0.032 inches

First Leg Width:
47.810 inches

First Leg Distance From Edge To Hole Center Along Length:
0.260 inches

First Leg Style:
Square
Second Leg Relationship To First Leg:
Not identical
First Leg Angle:
90.0 degrees

## Special Features:

8 equally spaced holes; 9 unequally spaced slots plus 1 larger slot 1.620 in . Long and 0.250 in . Wide; heat treatment: $\mathrm{h}-14$ strain hardened

## Material:

Aluminum alloy 3003
Material Specification:
Qq-q-250/2 federal specification single material response

Angle Bracket - Page 2 of 2

Style Designator:
Angle
Specification Or Standard:
3003 alloy and h14 temper
Shelf Life:
N/a
Unit Of Measure:

Demilitarization:
No
Fiig:
A042a0

