Angle Bracket - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/5340-01-385-2410

## Mounting Hole Type:

Counterbored and plain
First Leg Length:
Between 0.770 inches and 0.800 inches
Second Leg Length:
2.940 inches

Second Leg Width:
Between 1.110 inches and 1.140 inches

## Second Leg Corner Radius:

0.250 inches

## First Leg Thickness:

Between 0.360 inches and 0.390 inches

## Second Leg Thickness:

0.270 inches

First Leg Width:
Between 1.110 inches and 1.140 inches
First Leg Style:
Cut out
First Leg Hole Arrangement Style:
No hole
Second Leg Style:
Corner radius
Second Leg Relationship To First Leg:
Not identical
First Leg Angle:
90.0 degrees

First Leg Cutout Length:
0.520 inches

First Leg Cutout Width:
Between 0.260 inches and 0.270 inches

## Material:

Steel

## Material Specification:

Mil-s-81591 ic-302 or ic-303 or ic-304 military specification single material response

## Style Designator:

Angle
Shelf Life:
N/a
Unit Of Measure:

Demilitarization:
Yes-demil/mli

Fiig:
A042a0
Mil-std (military Standard):
Mil-s-81591 spec.

