Angle Bracket - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/5340-01-407-3486

## Mounting Hole Type:

Plain
First Leg Length:
Between 1.440 inches and 1.560 inches
Second Leg Length:
Between 1.440 inches and 1.560 inches
First Leg Hole Diameter:
Between 0.333 inches and 0.353 inches
First Leg Thickness:
0.187 inches

Second Leg Thickness:
0.187 inches

First Leg Width:
Between 1.190 inches and 1.310 inches
First Leg Distance From Edge To Hole Center Along Width:
Between 0.560 inches and 0.680 inches
First Leg Distance From Edge To Hole Center Along Length:
Between 0.470 inches and 0.530 inches
First Leg Style:
Corner radius
First Leg Hole Arrangement Style:
One hole
Second Leg Relationship To First Leg:
Identical
First Leg Angle:
90.0 degrees

## Material:

Steel
Surface Treatment:
Zinc and chromate
Surface Treatment Specification:
Astm b633 type $2 \mathrm{cl} \mathrm{fe} / \mathrm{zn} 8$ assn standard single treatment response
Style Designator:
Angle
Shelf Life:
N/a
Unit Of Measure:

## Demilitarization:

Fiig:

