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Overall Height:

Between 0.1200 inches and 0.1300 inches 

First Step Diameter:

Between 0.3600 inches and 0.3800 inches 

Bore Diameter:

Between 0.1260 inches and 0.1310 inches 

Design Type:

Solid

End Diameter:

Between 0.1750 inches and 0.1850 inches 

Distance From End To First Step:

0.0800 inches 

Material:

Steel,  mil-s-5059,  type 301 or steel,  mil-s-5059,  comp 301,  cond 1/4 hard or steel,  mil-s-5059,  type 301,  hard or steel,  mil-s-5059, 

comp 302 or steel,  mil-s-5059,  type 304 or steel,  mil-s-5059,  comp 304,  1/2 hard or steel,  mil-s-5059,  comp 316 or steel,  qq-s-763, 

class 302 or steel,  qq-s-763,  class 303,  cond a or steel,  qq-s-763,  class 303se,  cond a or steel,  qq-s-763,  class 304l or steel,  qq-s-763, 

class 304 or steel,  qq-s-763,  class 304,  cond a or steel,  qq-s-763,  class 305 or steel,  qq-s-763,  class 309 or steel,  qq-s-763,  class 310

or steel,  qq-s-763,  class 316l or steel,  qq-s-763,  class 316 or steel,  qq-s-763,  class 317 or steel,  qq-s-763,  class 321 or steel,  qq-s-763,

 class 347 or steel,  qq-s-766,  class 301,  cond a or steel,  qq-s-766,  class 302,  cond a or steel,  qq-s-766,  class 304,  cond a or steel, 

qq-s-766,  class 304,  cond a,  finish 1 or steel,  qq-s-766,  class 305 or steel,  qq-s-766,  class 309 or steel,  qq-s-766,  class 316 or steel, 

qq-s-766,  class 321 or steel,  qq-s-766,  class 347

Material:

Steel comp 301

Style Designator:

Seat

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T319-e
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