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Fabrication Method (non-core):

Any acceptable

Mounting Hole Type:

Plain

First Leg Length:

0.688 inches 

Second Leg Length:

1.438 inches 

Furnished Items (non-core):

Cadmium plate clinch type locknut

End Application:

Apache attack helicopter

Second Leg Width:

0.750 inches 

First Leg Hole Diameter:

0.130 inches 

Second Leg Hole Diameter:

0.130 inches 

Second Leg Distance Between Hole Centers Along Width:

0.374 inches 

Second Leg Distance From Edge To Hole Center Along Width:

0.188 inches 

Second Leg Distance From Edge To Hole Center Along Length:

0.313 inches 

First Leg Thickness:

0.040 inches 

Second Leg Thickness:

0.040 inches 

First Leg Width:

0.750 inches 

First Leg Distance From Edge To Hole Center Along Width:

0.375 inches 

First Leg Distance From Edge To Hole Center Along Length:

0.313 inches 

First Leg End Radius:

0.438 inches 

Second Leg End Radius:

0.438 inches 

First Leg Style:

End radius

First Leg Hole Arrangement Style:

One hole
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Second Leg Style:

End radius

Second Leg Hole Arrangement Style:

Two holes

Features Provided:

Nut

Second Leg Relationship To First Leg:

Not identical

First Leg Angle:

90.0 degrees 

Product Name:

Bracket, 90 deg.,  3/4 in. Wide with clinch type lock nut

Special Features:

Items furnished as accessories:  cadmium plate clinch type locknut

Heat Treatment:

Annealed

Material:

Aluminum alloy

Material Specification:

Qq-a-250/5 federal specification single material response

Unpackaged Unit Weight (non-core):

6.200 pounds

Style Designator:

Angle

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A042a0
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