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Mounting Hole Type:

Counterbored

First Leg Length:

1.300 inches 

Second Leg Length:

1.620 inches 

End Application:

Ejection seat

Second Leg Width:

1.400 inches 

First Leg Hole Diameter:

0.130 inches 

Second Leg Hole Diameter:

0.169 inches 

Second Leg Distance Between Hole Centers Along Width:

1.000 inches 

Second Leg Distance From Edge To Hole Center Along Width:

0.350 inches 

Second Leg Distance From Edge To Hole Center Along Length:

0.380 inches 

First Leg Thickness:

0.130 inches 

Second Leg Thickness:

0.130 inches 

First Leg Width:

1.400 inches 

First Leg Distance Between Hole Centers Along Width:

0.812 inches 

First Leg Distance Between Hole Centers Along Length:

0.812 inches 

First Leg Style:

Square

First Leg Hole Arrangement Style:

Four holes

Second Leg Style:

Square

Second Leg Hole Arrangement Style:

Two holes

Second Leg Relationship To First Leg:

Not identical

Product Name:

Inavy) disconnect bracket

https://aerobasegroup.com


NSN 5340-01-515-5273
Angle Bracket - Page 2 of 2 

Material:

Aluminum alloy 7075

Material Specification:

Qq-a-200/11-t73 federal specification single material response

Style Designator:

Angle

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A042a0
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