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Overall Length:

Between 2.943 inches and 2.973 inches 

Overall Width:

Between 0.625 inches and 0.640 inches 

Material Thickness:

Between 0.040 inches and 0.060 inches 

Distance Between Mounting Hole Centers:

Between 2.443 inches and 2.473 inches 

End Application:

V22 aircraft

Cushion:

Included

Mounting Pad:

Not included

Mounting Hole Size:

Between 0.213 inches and 0.223 inches 

Inside Diameter/arch Length:

Between 1.490 inches and 1.510 inches 

Arch Quantity:

1

Product Name:

Clamp assembly,  saddle-type,  cushioned

Special Features:

Cushion made of fabric reinforced silicon rummer 65 to 75 durometer with color light blue;  strap material cres 321 per ams 5510 to have

tensile strength of 100 to 120 ksi;  finish per 11-p-35 latest revision

Material:

Steel,  ams 5510

Material:

Steel comp 321

Surface Treatment:

Passivate

Supplementary Features:

Tube size is 1.50 inches ;  temperature range is minus 65 degrees to plus 500 degrees farenheit

Surface Treatment:

Passivated,  qq-p-35

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T372-a
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