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First Leg Length:

2.000 inches 

Second Leg Length:

2.500 inches 

End Application:

CH53-E,-534-0015

Second Leg Width:

0.625 inches 

Second Leg Corner Radius:

0.125 inches 

First Leg Hole Diameter:

0.125 inches 

First Leg Thickness:

0.125 inches 

Second Leg Thickness:

0.125 inches 

First Leg Width:

0.616 inches 

First Leg Distance From Edge To Hole Center Along Width:

0.313 inches 

First Leg Distance From Edge To Hole Center Along Length:

1.240 inches 

First Leg End Radius:

0.250 inches 

Second Leg End Radius:

0.125 inches 

First Leg Style:

End radius

First Leg Hole Arrangement Style:

One hole

Second Leg Style:

Corner radius

Second Leg Hole Arrangement Style:

No hole

Second Leg Relationship To First Leg:

Not identical

First Leg Angle:

0.250 radians 

Second Leg Offset Angle:

15.0 degrees 

Product Name:

Fwd mounting clip-lh aircrew cooling units
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Material:

Aluminum

Material Specification:

Qq-a-250/13 7075-0 federal specification all material responses

Surface Treatment:

Primer epoxy and paint

Surface Treatment Specification:

Mil-prf-23377j,  typ 1 military standard 1st treatment response and mil-prf-85285d,  typ 1 military standard 2nd treatment response

Style Designator:

Offset angle

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A042a0

Mil-std (military Standard):

Mil-prf-23377j spec.
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