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Overall Length:

Between 3.228 inches and 3.288 inches 

Overall Width:

Between 0.47 inches and 0.53 inches 

Material Thickness:

Between 0.041 inches and 0.061 inches 

Distance Between Mounting Hole Centers:

Between 2.79 inches and 2.85 inches 

End Application:

B-1

Cushioning Material:

Rubber,  silicone,  ams 3303

Cushion:

Included

Mounting Pad:

Not included

Mounting Hole Size:

Between 0.194 inches and 0.214 inches 

Distance Between Base And Inside Of Arch:

0.602 inches 

Inside Diameter/arch Length:

Between 1.985 inches and 2.015 inches 

Arch Quantity:

1

Product Name:

Strap,  retaining,  cushioned,  rectangular,  two piece

Special Features:

Temperature range for silicone rubber cushion is -80 - 450 degrees f.,  with short duration excursions to 500 degrees f. The temperature

range for the aluminum strap is -320 - 200 degrees f.

Material:

Aluminum alloy,  qq-a-250/5,  alloy alclad 2024,  t4 or aluminum alloy,  qq-a-250/5,  alloy alclad 2024,  t42

Material:

Aluminum alloy 2024 and aluminum alloy 1230 or aluminum alloy 2024 and aluminum alloy 1230

Style Designator:

Saddle arch

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T372-a
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