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Inside Diameter:

0.250 inches 

End Style:

Short twisted hook both ends

Stock Thickness:

0.055 inches 

End Application:

Tristar a/c

Spring Free Length:

2.750 inches 

Coil Quantity:

40

Design Type:

Closed

Load Rating:

14.66 pounds 

Coil Helix Direction:

Right-hand

Spring Deflection Rate:

Between 10.872 pounds per inch and 13.288 pounds per inch 

Spring Free Outside Diameter:

Between 0.352 inches and 0.368 inches 

Hook Radius:

0.180 inches  both ends

End Angular Relationship:

Ends parallel one to other

Spring Length Under Load:

Between 1.188 inches and 1.452 inches 

Coil To Hook Inside Length:

0.275 inches  both ends

Special Features:

For loads below 30 lbs.

Material:

Steel comp 302  or steel comp 304 

Material Specification:

Qqw-423 federal specification single material response 

Surface Treatment:

Passivate 

Surface Treatment Specification:

Qq-p-35 federal specification single treatment response 

Style Designator:

Cylindrical

https://aerobasegroup.com


NSN 5360-01-501-7287
Extension Helical Spring - Page 2 of 2 

Specification Data:

81343-as24586c149 professional/industrial association standard

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A02900
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