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Thread Class:

3a external

Thread Pitch Diameters:

+1.1612/+1.1643 inches external

Thread Direction:

Right-hand external

Thread Length:

0.350 inches  external

Head Height:

0.250 inches 

Overall Length:

1.380 inches 

Connection Style:

Plain

Body Core Diameter:

Between 0.660 inches and 0.670 inches 

Core Depth:

Between 1.185 inches and 1.205 inches 

Head Type:

Solid

Body Type:

Cored

Thready Qty Per Inch (tpi):

28 external

Thread Size:

1.1875 inches external

Special Features:

Core diameter stepped by two counterbores along center line axis. First dia. 0.780 depth 0.920 second dia. 0.835 depth 0.710 outside

diameter grooved and seat edge slotted.

Material:

Aluminum alloy 6061 

Material Specification:

Qq-a-225/8 federal specification single material response  or qq-a-200/8 federal specification single material response 

Surface Treatment:

Anodize 

Surface Treatment Specification:

Mil-a-8625  type 2 cl 1 military specification single treatment response 

Style Designator:

Plug,  machine

Thread Series Designator:

Un external

Shelf Life:

N/a
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Unit Of Measure:

--

Demilitarization:

No

Fiig:

A208a0

Mil-std (military Standard):

Mil-a-8625 spec.
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