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Thread Class:

3a external

Thread Direction:

Right-hand external

Thread Length:

0.410 inches  external and 0.430 inches  external

Head Height:

Between 0.120 inches and 0.140 inches 

Overall Length:

Between 1.007 inches and 1.135 inches 

Connection Style:

Plain

Body Core Diameter:

Between 0.320 inches and 0.340 inches 

Core Depth:

Between 0.380 inches and 0.420 inches 

Head Core Diameter:

Between 0.320 inches and 0.340 inches 

Head Type:

Cored

Body Type:

Cored

Thready Qty Per Inch (tpi):

18 external

Thread Size:

0.5625 inches external

Special Features:

Body core extends an additional 0.560-0.600 in. Deep with a diameter tapering to 0.120-0.140 in.

Material:

Aluminum alloy 6061 

Material Specification:

Ams4117 assn standard single material response 

Surface Treatment:

Anodize 

Surface Treatment Specification:

Mil-a-5625, type ii, class i military specification single treatment response 

Style Designator:

Plug,  tube fitting flareless (note:  drilled hole is optional should not be considered as a separating characteristic

Thread Series Designator:

Unjf external

Shelf Life:

N/a
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Unit Of Measure:

--

Demilitarization:

No

Fiig:

A208a0

Mil-std (military Standard):

Mil-a-5625 spec.
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