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Cross-sectional Shape:

Round

Treatment Type:

Preservative,  tt-w-571

Preservative Solution Type:

Acid copper chromate or ammoniacal copper arsenite or chromated copper arsenate,  type i,  ii or iii or coal-tar creosote or creosote coal-tar

solution or creosote petroleum solution or pentachlorophenol in heavy petroleum solvent or pentachlorophenol in light petroleum solvent or

pentachlorophenol in volatile solvent

Species-grade And Grading Association:

Douglas fir ungraded unrecognized or  hemlock,  western ungraded unrecognized or  larch ungraded unrecognized or  pine,  jack ungraded

unrecognized or  pine,  lodgepole ungraded unrecognized or  pine,  ponderosa ungraded unrecognized or  pine,  norway ungraded

unrecognized or  pine,  southern ungraded unrecognized

Measuring Method And Length:

7.000 feet  specified

Surface Condition Degree:

Clean peeled full length

Typical Wood Products Use:

Preservative treated brace,  corner,  gate and line fence posts

Diameter And Location:

4.000 inches  

Service Usage:

Fence

Supplementary Features:

Treatment per tt-w-571, table 2;  marking per tt-w-571;  unit of issue ea

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A173a0
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