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Ac Voltage Rating:

Between 105.0 volts and 250.0 volts 

Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Accessory Component Quantity:

1 and 1 and 1 and 1 and 1 and 2 and 3 and 1 and 1

Document Source:

63256

Document Type:

Technical manual

Document Identification:

870-01000

Component Document Page Number:

76

Accessory Controlling Agency:

Hal communications corp.

Accessory Identifying Number:

770-05001 part no. And 333-17250 part no. And 870-01000 part no. And 333-10250 part no. And 333-20250 part no. And 333-51228 part

no. And 333-74564 part no. And 333-20090 part no. And 333-51218 part no.

Electrical Power Source Relationship:

Operating

Indicator Type:

Indicating light

Emission Type:

F2

Operating Frequency:

1.700 kilohertz 

Accessory Component Name:

Fuse;  ac power cord;  manual;  modem connector;  terminal connector;  25-pin connector shell;  connector hardware;  radio connector; 

9-pin connector shell

Functional Description:

Error correction terminal used toadapt radio communications to transmitand receive moore/arq 7-unit error correcting digital code

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T199-c
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