
NSN 5835-01-023-4332
Sound Recorder-reproducer Set - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/5835-01-023-4332

Width:

0.150 inches 

Overall Length:

14.500 inches 

Overall Height:

5.000 inches 

Overall Width:

10.938 inches 

Ac Voltage Rating:

230.0 volts 

Dc Voltage Rating:

Between 22.0 volts and 30.0 volts 

Frequency Rating:

Between 50.0 hertz and 400.0 hertz 

Frequency Response Tolerance In Decibels:

-3.0/+3.0 and -3.0/+3.0

Accessory Component Quantity:

8

Furnished Items:

Base shock mount, foot switch, rack mount extender, cable assembly, tape cartridge

Frequency Response Range In Hertz:

+200.0/+4000.0 and +200.0/+8000.0

Operating Speed At Rated Capacity:

0.938 inches per second and 1.875 inches per second

Accessory Controlling Agency:

Army security agency

Joint Electronics Type Designation System Item Name:

Recorder-reproducer set, cound

Joint Electronics Type Designation System Item Type Number:

An/unh-17a

Case:

Not provided

Internal Battery Accommodation:

Not included

Recording Method:

Magnetic

Recording Medium For Which Designed:

Tape

Output Impedance Rating In Ohms:

250.0 

Phase:

Single
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T207-a
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