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Overall Length:

19.000 inches 

Overall Height:

3.500 inches 

Overall Width:

18.250 inches 

End Application:

Cctv

Special Features:

Input impedance rating:  75.0 ohms;  output impedance rating:  75.0 ohms

Supplementary Features:

Video perf:  memory range 35 h lines;  signal-to-noise 58 db p-p to rms;  differential phase 2 dg, differential gain 2 pct;  k factor 1 pct (3.58

mhz feedback or monochrome);  bw 3.58 mhz/monochrome p/m 0.5 db-4.2 mhz, heterodyne color 2.6 mhz lum, 1.0 mhz chrominance; 

digital process freq 4 x fsc, quantizing 8 bit p/m 1/2 lsb;  i/p video 1 v p-p;  ref video 1 v p-p (looping), doc rf level 500 mv p-p p/m 3 db;  o/p

video prog and monitor comp 1 v p-p;  75 ohms (noncomp selectable), adv comp sync 0.4 v/4 v p-p;  75 ohms, vtr 3.58 subcarrier 1 v-2 v p-p;

 remote control panel 19.000 in. L, 1.750 in. W, 1.250 in. Dp;  power 140 w typ;  temp 5-40 degrees c;  humidi type 20-90 pct rh, nonconden

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A541h0
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