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Overall Depth:

13.500 inches 

Overall Height:

3.250 inches 

Overall Width:

15.000 inches 

Ac Voltage Rating:

120.0 volts 

Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Frequency Response Range In Hertz:

+100.0/+10000.0

Operating Speed At Rated Capacity:

0.438 inches per second and 0.656 inches per second and 1.312 inches per second

Electrical Power Source Relationship:

Alternate operating

Case:

Not provided

Recording Method:

Magnetic

Recording Medium For Which Designed:

Tape

Special Features:

Video recording sys:  2 rotary heads, helical scanning sys;  pwr consump 23 watts;  modulation luminance:  fm azimuth recording;  color

signal:  converted subcarrier phase shift recording;  signal-to-noise ratio:  video:  45db;  audio:  43db; opr temp:  5 to 40 degrees c

Unpackaged Unit Weight:

5.0 kilograms

Supplementary Features:

Ifour-head vcr that operates at double fine slow speed, field still/double speed playback/cue & review, linear time counter, one month,

8-program calendar timer; 3-speed playback & maximum 8-hours recording time

Fsc Application Data:

Consolidated space operations center security control system

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T207-a
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